
   Phone: 13 10 50

    ABN: 81 913 830 179

14/08/2020Issue Date:PV 6-246404/20Registration No:

Work Health & Safety Act 2011

Work Health & Safety Regulation 2017

CERTIFICATE OF PLANT 

DESIGN REGISTRATION

Registration Holder: DANFOSS A/S
Postal 

Address:
81 NORBORGVEJ 

NORDBORG      6430

DENMARK

Plant Type: Pressure Vessel Original 

PED AUSTRALIA DSH240/295Model Number/ Trade Name:

Technical Standard : EN 13445-1-5(2017) , EN 14276-1(2011)

Engineering Principles: No

Drawing Number Design:

Design Description:

CHazard Level

Very HarmfulContents

Chamber 1 Volume (l) 30.4

Chamber 1 Design Pressure (kPa) 0 to 3120

Chamber 1 Temperature (°C) -35 to 52

GasChamber 1 Fluid Type

9850310_244 REV AADrawing Number & Revisions

Refrigeration & airconditioning vesselPressure Vessel

Number of Chambers 1

REGISTRATION CONDITIONS 

Design Model Cont -

DSF240/270/295/325

Note: The design of an item of plant registered under the Occupational Health and Safety Regulation immediately before the repeal of that regulation is deemed to 

.have been registered under part 5.3 of the WHS Regulation

This SafeWork NSW certificate is a reissue or amendment of a certificate which may have been 

originally issued under our former name of WorkCover NSW.

$294.17 30-7436Receipt No:Fee Paid: Receipt Date: 5/08/2020
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Designation

Confidential: Property of Danfoss Commercial Compressors. Not to be handed 
over to copied or used by third party. Two or three dimensional reproduction 
of contents to be authorized by Danfoss CC.

Approval

Designer

Revision ECR Number Date

Material :

Projection

Estimated Mass (Kg)

Surface Area (m2)

Drawing Status :

Dwg N°

Sheet 1 of 2

Roughness (µm)

General
Tolerances

Table     Key characteristic  
    Critical characteristic
    According to Danfoss
    standard 502Z0024

30�$�

( )653

( )532

(�n� )266

( )371

( )371

4x
 holes12.6

(�n� )318

Production print
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AA 01-07-2020

PED AUSTRALIA DSH240/295 DSF240/270/295/325
Wu Fang

Zhou Tianming

AAAA.4     9850310_244

N/A 

N/A 

ISO 8015
ISO 1101

 Model Part Description
Drawing

No.

FRCC

Thickness
MIN.

Material
Grade

Material
Standard

DSH240/295
DSF240/270
DSF295/325

A Upper shell 5312388 3.4mm DD13 EN 10111

B Mid shell 5314305 4.35mm P275NL1 EN 10028-3

C Lower shell 5314297 5.85mm DD13 EN 10111

DSH240
Pressure
(bars)

Volume (L)
TSMX
(°C)

TSMI
(°C)

Lower Pressure 31.2 27.5 52 -35

High Pressure 48.7 2.9 150 -35

DSH295
Pressure
(bars)

Volume (L)
TSMX
(°C)

TSMI
(°C)

Lower Pressure 31.2 27.1 52 -35

High Pressure 48.7 2.8 150 -35

DSF240
DSF270

Pressure
(bars)

Volume (L)
TSMX
(°C)

TSMI
(°C)

Lower Pressure 31.2 27.5 51 -35

High Pressure 48.7 2.9 150 -35

DSF295
DSF325

Pressure
(bars)

Volume (L)
TSMX
(°C)

TSMI
(°C)

Lower Pressure 31.2 27.1 51 -35

High Pressure 48.7 2.8 150 -35

 Model Part Description
Drawing

No.

CNCC

Thickness
MIN.

Material
Grade

Material
Standard

DSH240/295

A Upper shell 5312388 3.4mm SPHC Q-BQB302

B Mid shell 5314294 3.78mm SPHE Q-BQB302

C Lower shell 5314297 5.85mm SPHE Q-BQB302

Notes:
 
1. Design code:EN13445- part 1 to 5:2017
   EN14276-1:2011,AS4343:2005 Hazard level C.
 
2. Longitudinal continuous welding according 
   to EN14276-1:2011, EN5817:2014 
   and specification 8550091.
 
3. Shell welding requirements according
   to EN14276-1:2011, EN5817:2014
   and specification 8550091
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B

C

Nameplate
details in sheet 2

PRJ11062413-4(FRCC)
WPS-CCS-004  (CNCC)

LYN 11B 079 (FRCC)
WPS-CCS-004 (CNCC)

SEE DETAIL  B

SECTION  A-A

DETAIL  B
SCALE  3/1

LYO0500442-1(FRCC)
WPS-CCS-001 (CNCC)
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Projection
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General
Tolerances

Table     Key characteristic  
    Critical characteristic
    According to Danfoss
    standard 502Z0024
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